
NEOTERRA®
SPLASHBACK 
TECHNICAL & DESIGN GUIDE

Installing a Unistone® NEOTERRA® splashback provides a premium finish 

while ensuring compliance with stringent Australian safety standards. 

This guide outlines the essential requirements for designers, fabricators, and installers.



Benefits of a Unistone® Splashback

Provides a seamless, grout-free surface that is low maintenance and easy to clean.

Offers a waterproof and virtually non-porous finish.

Ensures continuity of benchtop colour.

Allows for same-day, one-stop installation of both the benchtop and the splashback by a single

contractor.

Regulatory Standards & Compliance

When designing or installing splashback applications, you must always adhere to the relevant

Australian and New Zealand standards.

AS/NZS 5601: Gas Installations.

AS/NZS 4386.2: Domestic Kitchen Assemblies - Installation.

Appliance and cooktop manufacturer's specific installation guides must also be consulted.

All works carried out must be in accordance with occupational health, safety, and environmental

laws.

Cooktop Clearances

Gas Cooktops 

        (Freestanding or Bench Mounted): 

        A minimum 200mm distance is strictly required 

        between the periphery of the gas burner and the splashback 

        in accordance with AS/NZS 5601.

Electric & Induction Cooktops: 

        A minimum 50mm distance is required

        from the back edge of the cooktop to the splashback.

Substrate Preparation

Timber Framed Walls: Must be protected by installing fibre-cement sheeting behind the

splashback application.

Brick Walls: Must be treated with a cement-based render to ensure a flat, even surface prior to

installation.
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Fabrication & Cutouts

Shape Restrictions: "L" shapes must not be fabricated in one solid piece, as this prevents

necessary movement due to thermal expansion.

Corners and Cutouts: All cutouts, including those for power points, must be core drilled to

produce radius internal corners.

Cutting Methods: Cross-cutting must be avoided at all times.

Clearances: Allow a 70mm distance from the corner of the splashback for any cutouts.

Fixing & Sealing Guidelines

Adhesives: Use a neutral cure flexible silicone for bonding the splashback to the wall cladding,

and a neutral cure coloured silicone for sealing the joins.

Drilling: To mount utensils or racks, drill holes using diamond, tungsten, or sapphire-tipped drill

bits on a slow variable speed with no hammer action. Start with a small hole and gradually

increase the diameter to the required size.

Hole Placement: If holes are located near a corner, maintain at least a 50mm (5cm) distance

between the hole and the edges.

Wall Penetration: Use plastic wall plugs and stainless steel screws; importantly, any drill holes

or wall plugs must not penetrate the wall behind the surface.

TECHNICAL SUPPORT
For technical information, product specifications, or installation guidance:
www.unistonegroup.com.au

DISCLAIMER
This guide is intended as general technical guidance only. Installation requirements may vary depending on site conditions
and appliance manufacturer specifications.
Always consult the relevant Australian Standards and manufacturer installation guidelines prior to installation.
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